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SIDEWALK AT ENTRY DRIVE
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DRIVE VARIES

SIDEWALK AT ENTRY DRIVE (off of curb)

CONTRACTION JOINT 12" INTERVAL
SCORED CONCRETE /4" R.

EXPOSED AGGREGATE BAND TYPICAL.

CATCH BASIN, ,~EXP. JOINT NOTES:
EXP. JONT~ ==rgEs FIELD ADJUST SCORING
T T T T T (1) DRIVEWAY ENTRANCE PER M.S.D. NO. T-320.
’ (2) SIDEWALK CONSTRUCTION SHALL CONFORM TO
M.S.D. NO. 230 & T-345 CONCRETE MUST BE
MONOLITHIC.
C&G (3) ENTIRE AREA COLORED AS MAJOR INTERSECTION
DIAMOND FLOOR PLATE COVER (LANDERS-SIGEAL COLOR 213 GOLDENROD, 50 LB.
PER M.S.D. NO. 536 PER CU. YD. OR APPROVED EQUAL)
TREATMENT AT CATCH BASIN (4) CONCRETE SIDEWALK RAMPS SEE

RAMP PREFERENCE IN DETAIL T-II5. UNDER
'REFER TO TEMPE STANDARD DETAILS".

@ DETECTABLE WARNING PER C.O.T.DET. T-329,

SCUPPER
EXP. JOINT VARIES EXP. JOINT

C&G

EXP. JOINT

IF THERE IS GOING TO BE PLANTING OVER
SCUPPER WHEN SIDEWALK IS NOT ADJACENT
TO CURB. (4" MIN. COVER)

TREATMENT AT SCUPPER

EXPANSION JOINT 100" MAX. INTERVAL EXP. JOINT = 2/

/LDELTA

C&G DETAIL AT INTERSECTION
ORIGINAL SIGNATURE ON FILE
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I PUBLIC WORKS DEPARTMENT REVISED 2004




